WESANT

MANUFACTURING



KEY DETAILS

CAPACITY 250kg, 300kg, 325kg

SPEED 0.15m/s

TRAVEL HEIGHT 9m

MAX NUMBER OF FLOORS 4

DOOR ORIENTATION Inline or opposite

DOOR OPERATION Manual or automatic

CAR DOOR TYPES Light curtain, 2 panel side opening door

LANDING DOOR TYPES

Swing door, 2 panel side opening door

MACHINE LOCATION OPTIONS

MCBA (machine cabinet below adjacent)

DRIVE TYPE

Hydraulic

USE Passenger and disabled access

FINISHES Powder coated mild steel, stainless steel, glass or wood

NORMAL OPERATION :Fi)np;llpi)lea);igzntrol using constant pressure buttons, latching buttons available on
EMERGENCY OPERATION Battery backup available as standard, allowing lift to be lowered to the terminal

floor in the event of a power failure.
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DOOR OPERATION ‘ Manual ‘ Automatic
CAPACITY (KE) \ 250 \ 300 \ 325 \ 250 \ 300 \ 325
SHAFTSIZE (MM) | Width (SW) 1250 1350 1550 1500 1600 1600
Depth (SD) 1350 1500 1500 1700 1850 1850
Headroom (H) 2500 2500 2500 3000 3000 3000
Pit Depth (P) 200 200 200 300 300 300
CAR SIZE (MM) Width (CW) 800 900 1100 800 900 1100
Depth (CD) 1250 1400 1400 1250 1400 1400
Car Height (CH) 2100 2100 2100 2100 2100 2100

Door Opening Width

o 800 900 900 800 900 900
Door Op(%"éﬁf Height | 5009 2000 2000 2000 2000 2000

*Qther capacities, shaft and car sizes avaliable — custom made to suit any requirement



BASIC LAYOUT
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OPTIONAL EXTRAS

Voice annunciator

Segmented display in car

Segmented display on landings showing active floor

GSM telephone within car
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